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STATE STANDARDS

CLASS C AND D PATCHES
FRAME AND LIDS TYPE 1

CONCRETE CURB AND COMBINATION CURB AND GUTTER

LANE CLOSURE, MULTILANE, INTERMITTENT OR MOVING OPERATIONS
FOR SPEED > 45 MPH

URBAN LANE CLOSURE, MULTILANE, 1W OR 2W WITH NONTRAVERSABLE
MEDIAN

URBAN LANE CLOSURE, MULTILANE INTERSECTION
TRAFFIC CONTROL DEVICES

TYPICAL PAVEMENT MARKINGS

GENERAL NOTES

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL
“JULIE” AT 800-892-0123 or 811 FOR FIELD LOCATIONS OF BURIED ELECTRIC,
TELEPHONE AND GAS FACILITIES. (48 HOUR NOTIFICATION IS REQUIRED)

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES
WITH UTILITY COMPANIES, VILLAGES OF GLENVIEW, NORTHFILED,

'MORTON GROVE & MAINE TOWNSHIP.

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD
OFFICE ON STATE PROPERTY WITHOUT WRITTEN PERMISSION FROM
THE DEPARTMENT.

WHEN MILLED PAVEMENT IS OPEN TO TRAFFIC THE MAXIMUM GRADE
DIFFERENTIAL BETWEEN PASSES OF THE MILLING MACHINE SHALL NOT
EXCEED 1 1/2 INCHES (40 mm ) WHERE THE SPEED LIMIT IS 40 MPH
(80 km/h) OR LESS AND 1 INCH (25 mm) WHERE THE SPEED LIMIT IS
GREATER THAN 45 MPH (80 km/h). WITH WRITTEN APPROVAL FROM
THE ENGINEER, A MAXIMUM GRADE DIFFERENTIAL OF 3 INCHES (75 MM)
MAY BE ALLOWED IF THE EDGE OFTHE MILLING IS SLOPED A MINIMUM
1:3 (V:H).

UNLESS OTHER CONDITIONS WARRANT EXTENDED LANE CLOSURE AS
DETERMINED AND APPROVED IN WRITING BY THE ENGINEER OR AS PROVIDED
FOR IN THE CONTRACT SPECIFICATIONS, OVERNIGHT CLOSURES SHALL NOT BE
ALLOWED FOR REHABILITATION PROJECTS INVOLVING DAYTIME MILLING AND
RESURFACING OPERATIONS AND CLASS D PATCHING.

THE  RESIDENT ENGINEER SHALL CONTACT WALLY CZARNY
AREA TRAFFIC FIELD ENGINEER AT (773) 685-8386 A MINIMUM OF 2
WEEKS PRIOR TO PLACEMENT OF PERMANENT PAVEMENT MARKING.

BEFORE BEGINING ANY WORK; THE CONTRACTOR SHALL RETAIN AND RECORD
FOR FUTURE REFERANCE, ALL EXISTING PAVEMENT MARKING LINES (AND RAISED
REFLECTIVE PAVEMENT MARKINGS) IN ORDER THAT THESE LOCATIONS CAN BE
RE-ESTABLISHED FOR STRIPING. EXCEPT AS NOTED, EXACT LOCATIONS OF ALL
PAVEMENT MARKINGS SHALL BE AS DIRECTED BY THE ENGINEER.

ALL DAMAGE TO EXISTING PAVEMENT MARKINGS OR RAISED REFLECTIVE
PAVEMENT MARKINGS OUTSIDE THE REMOVAL LINE SHOWN ON THE PLANS
SHALL BE REPLACED AT NO ADDITIONAL COST TO THE DEPARTMENT.

PAVEMENT MARKING TAPE, TYPE III SMALL BE USED FOR SHORT TERM PAVEMENT
MARKINGS ON ALL FINAL SURFACES. THE COST OF THE PAVEMENT MARKING TAPE,
TYPE III AND ITS REMOVAL SHALL BE INCLUDED IN THE COST OF SHORT TERM
PAVEMENT MARKING.

THE 60NTRACTOR SHALL CONTACT THE DISTRICT ONE TRAFFIC CONTROL SUPERVISOR
AT (847) 705-4470. A MINIMUM OF 72 HOURS IN ADVANCE OF BEGINING OF WORK.

ALL PAVEMENT PATCHING LOCATIONS WILL BE DETERMINED IN THE FIELD BY THE
BY THE ENGINEER.

LOCATION OF COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND COMBINATION
CURB AND GUTTER (THE TYPE SPECIFIED ON THE PLANS), WILL BE DETERMINED IN THE
FIELD BY THE BY THE ENGINEER.

DRAINAGE ADJUSTMENT OR RECONSTRUCTION LOCATIONS WILL BE DETERMINED IN THE
FIELD BY THE ENGINEER.

IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO VERIFY ALL DIMENSIONS AND
CONDITIONS EXISITING IN THE FIELD PRIOR TO CONSTRUCTION AND ORDERING OF
MATERIALS.

THE CONTRACTOR SHALL BE REQUIRED TO PROVIDE ACCESS TO ABUTTING PROPERTY
ALL TIMES DURING THE CONSTRUCTION OF THIS PROJECT.

DO NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS.

DOUBLE LANE MARKERS ARE TO BE USED AS SHOWN ON THE DISTRICT ONE DETAIL
“TYPICAL APPLICATIONS - RAISED REFLECTIVE PAVEMENT MARKERS (SNOW-PLOW
RESISTANT)” SHOWN IN THE PLANS.

THE ENGINEER SHALL REPORT CLEARANCES UNDER BRIDGE AFTER RESURFACING.

THERE ARE SOME LOCATIONS WHERE DRIVEWAYS ARE BEING CONSOLIDATED AND SHALL
BE COORDINATED WITH THE VILLAGE OF GENVIEW. PLEASE CONTACT ADRIANNA WEBB,
DESIGH EMGINEER FOR CAPITAL PROJECT DEPARTMENT OF THE VILLAGE OF GLENVIEW,
AT (847) 998-9500 TO VERIFY LOCATIONS. ESTIMATED QUANTITIES HAVE BEEN INCLUDED
IN THE PLANS FOR THE FOLLOWING PAY ITEMS: PCC SIDEWALK 5“ SPECIAL, PCC
DRIVEWAY 8" SPECIAL, DRIVEWAY PAVEMENT REMOVAL, COMBINATION CURD & GUTTER
REMOVAL & REPLACEMENT, TOPSOIL, SODDING (SALT TOLERANT) AND FERTILIZERS.
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